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UWAGA !  

  
 

 

Nakaz stosowania  

 

Nakaz st  

 

 
ZASTOSOWANIE 
Pistolet do przedmuchiwania ma zastosowania do prac remontowo-budowlanych, 

(majsterkowanie). 
 

 
 

 

  

 

 
 

 
 Nie 

rotne 
zranienia.  



 

406

EGA  Rzeczna                                         
83- ki, tel/fax + 48 58 56 30 80  www.ega.com.pl  

2 

 
 

 
nadzoru.  

 
 

PISTOLET DO PRZEDMUCHIWANIA 

Dane techniczne:  7 bar 
 Foto3. 

nacisku na spust (2). 
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406 FASTER TOOLS ORYGINALNA  

Model produktu   : FASTER TOOLS 
Produkt          : PISTOLET DO PRZEDMUCHIWANIA    typ :  
Numer katalogowy : 406 
Partia / Seria      :  od 00001 do 99999 
Producent        : 

   -  
Niniejsza de

 
Przedmiot deklaracji : 406 / PISTOLET DO PRZEDMUCHIWANIA  / 

FASTER TOOLS 
 

 
wymaganiami unijnego prawodawstwa harmonizacyjnego : 
 

 2006/42/WE (MD) z dnia 17 maja 

 
 

 
  

PN-EN 1953:2014-02 
 
 

20 
 

Nazwisko i adr
 

 
  

ul. Rzeczna 1, 83-  
 

.07.2020                                      
            miejsce i  data wydania         
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Warunki gwarancji: 

enckim). 
2. Gwarancja obejmuje tylko wady f d  

 
zanieczyszczenia, zalania, zjawiska atmosferyczne, nie
eksploatacja  

  
4. Ze  na n
kable,  

 
erwisowego w oryginalnym, fabrycznym opakowaniu lub 

 
 

kazaniem karty gwarancyjnej. 
 

 
B) p  

enia 
 

E) numer f  
F) czytelny podpis klienta 
G) adres klienta do korespondencji 

 
11. tu serwis pisemnie poprzez list polecony poinformuje klienta 
o  

j
serwisu. 

 
 

przez serwis. 
13. Produkt oddawany s

  
  

15. Ujawni  
 

16. Ro  ylko na podstawie niniejszej 
 

samej dzenie. 
18. Gwarancja nie d  
uszkodzeniem. 

 
nia 2002r. Nr 141 pozycja 1176). 

20. W  

zmianie Kodeksu Cywilnego. 
 

PRODUCENT / SERWIS: 
 

 warunki gwarancji. 
                                          

                                  
(czytelny podpis klienta) 

EGA  
 

UL. RZECZNA 1  RZECZNA 
83-  
tel: 058 / 56 300 80 do 82 
www.ega.com.pl;  www.faster-tools.com 
 

skim. 

KOMANDYTOWA jest ZABRONIONE! 
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Translation of the original instruction manual 

WARNING! BEFORE USING THE POWER TOOL YOU SHOULD READ 
CAREFULLY THE INSTRUCTION AND KEEP IT FOR FURTHER USE 

 

 

Always use breathing apparatus when machining material which generate dust. 

 

Wear good quality, strong gloves. 

 

 
APPLICATION 
The blown gun short is designed for renovation and construction works, carpentry 
and any independent amateur activity (do-it-yourself). 
 
Safety Instructions 
The attention should be paid to matters related to safety. Failure to comply with the 
principles contained in the instruction can lead to personal and bystanders injuries 
or tool damages or the material on which the device is used. 
 

 While connecting the tool to the installation with compressed air there 
should be taken into consideration the space needed for a hose to avoid 
its damage or connectors. 

 The tool should be used away from heat sources and fire, because it may 
cause damages or deterioration of functioning. 

 Do not allow children to be around the assembled pneumatic system. The 
power supply of conjugated air under the high pressure may be a cause of 
the tool kickback. Special caution should be taken, because a kickback 
power may, in certain circumstances, cause multiple injuries.  
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 Always wear protective clothing while using pneumatic tools. 
Keep an empty workplace and always keep the safe position. 

 Never let the unqualified person to use tools without a proper supervision. 
 

WARNING: The unappropriate way of a usage may cause injuries or damages of 
the equipment. 

BLOW GUN 

Technical data: Maximum pressure: 7 bar 
Instruction manual: Pic.3. Connect a pneumatic hose to the valve on  
the gun (1). Point the barell towards the surface or the object which you want to 
blow and press the trigger (2). Air power can be regulated by changing the 
pressure on a trigger (2). 



 

 

 


